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Safety Information

Please read this manual carefully before operating the YDFLP fiber lasers.

In order to ensure the safe operation and optimal performance of the product, please

strictly follow the safety notification below.

e Make sure that the 24V DC power supply is connected in the correct way. Inappropriate
connection might damage the product.

e To prevent electrical shock, please do not remove the laser cover. Warranty will be
invalid if warranty label is removed.

e Please wear appropriate laser safety goggle (see below Fig.1.) before emitting the laser.
We recommend OD4+ goggle or better. This laser module carries a Class 4 laser rating,
which emits invisible 1064nm wavelength laser radiation with average output power
over 60 W and peak power over 10kW. Both direct beam and reflected beam will cause
permanent damage to the eyes, skin, and might cause fire.

e Caution: Even at 0% power emitting, the average output laser power is still around

100mW.

Table 1 Safety Labels and Labeling Locations

Symbols Information

Laser Warning Triangle -Label of
laser emission

(Attached on the cover plate, near

the output fiber)
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Additional Description
This product is intended as a component for Compliance Label
incorporation into a laser product, and as such
requires additional features for laser safety and
to comply with 21 CFR1040.10

(Attached on the cover plate)

Po=200W
Pp=100KW Product Rating Information

F: 1—4000KH=
t: 1-500ns (Attached on the cover plate)

Az 1040—1200nm

Figure 1 Laser Safety Goggle
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1. Product Introduction

1.1 Product Description

JPT M7 Series fiber laser control with standard DB25 interface and powered with 24V DC.
It is designed for high-speed and precise marking application. The pulse response and
performance are much better comparing to similar products. Significantly compact size is ideal
for small marking system.

Photographs of typical M7 type fiber lasers are shown in Fig.2 ( For the specific appearance,
please refer to the appearance of the product shipped):

Figure 2 Physical Picture

1.2 Packaging List

Table 2 Packaging List of YDFLP

Items Quantity
Fiber Laser Source 1
Specification List (tested) 1
Packing List 1
Precautions 1

1.3 Operation Conditions and Safety Instructions

Please read the following instructions carefully. Product reliability and lifetime probably be
affected if not following the user manual.
1.3.1. Make sure that the 24VDC power supply is connected in the correct way. Wrong

connection or input voltage might damage the product.

_JP T mnsxswkaphEmRLs

SHENZHEN JPT OPTO-ELECTRONICS CO,, LTD.


file:///C:/Users/admin/AppData/Local/youdao/dict/Application/8.7.0.0/resultui/html/index.html

J p T YDFLP-E2-60-M7-M-R User Manual

1.3.2. Make sure that the bending diameter of the fiber cable is larger than 15cm in anytime.

Otherwise power will decrease or the laser may even be damaged.

1.3.3. The speed of the fan is adjustable according to ambient temperature. Make sure that
minimum10cm air gaps behind and in front of the fiber laser. And the air flow direction of the
system should be the same as the laser. Short ventilation distance and wrong air flow direction
will lead to the laser temperature rises.

1.3.4. The required running ambient temperature range is 0~40°C. Laser will get internal
alarm if out of this range. It is recommended that the operating temperature range of the laser is
10-30°C. Good heat dissipation is helpful to prolong the working life of the laser.

1.3.5. Please keep the fiber laser source clean especially the laser output window. Please
remember to cover the output window when it’s exposed to the open environment. Dust on the
window will cause heat and damage the lens, which results in output power decrease even laser
damage.

1.3.6. Please make sure that the power is off before installing and uninstalling.

1.3.7. Please do not look at the output window anytime when power on, and wear laser
safety goggle when operating the fiber laser.

1.3.8. YDFLP-E2-60-M7-S-R contains 17 wave-forms: CW,2 ns, 4 ns, 6 ns, 9 ns, 13 ns,
20 ns, 30 ns, 45 ns, 60 ns, 80 ns, 100 ns, 150 ns, 200 ns, 250ns, 350 ns, 500 ns.  Other pulse

width is available for customization request.

1.4 YDFLP Product Series Naming Convention

Naming Convention for Pulsed Fiber Laser
YDFLP-X-XX-XX-X-X
1 2 3 4 5 6

1. Product Name: Ytterbium Doped Fiber Laser Pulse (YDFLP)
2. Product Type
3. Average Output power
4. Pulse Characteristics: M series - adjustable pulse width LP series - fixed pulse width
5. Optical Fiber attributes:  S: Single mode, M?<<1.4 L: Low mode, M2<<1.8
H: High mode, M?>2.5
6. Additional function: R: Built-in red pilot laser

Examples:

YDFLP-200-M7-H-R: Customized M7, using high mode type of optical fiber with the nominal
output power 200W, built-in red pilot laser.
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1.5 Technical Specifications

Table 3 Specifications of the laser

Laser Type
Unit YDFLP-E2-60-M7-M-R
Characteristic
M2 <1.5
Cable length m 3
Average Output Power W > 60
Maximum Pulse Energy mJ 2
Repetition Rate Range kHz 1-4000
Pulse Width ns 2-500
Output Power Instability % <5
Cooling Method Air-cooled
Power Supply Voltage (DC) A% 24V
Max power consumption W <330
Power supply current requirement | A >13
Central Wavelength nm 1064
Emission Bandwidth@3dB nm <15
Polarization Random
Anti-Reflection Protection Yes
Output Beam Diameter mm 7.0+£0.5
Output Power Tuning Range % 0~100
Ambient Temperature Range °C 0~40
Storage Temperature Range °C -10~60
Laser Dimension mm 205%253.3*75
Package Dimension mm 580*400*140
Weight kg Net: 4.1

JPT
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Table 4 Cut-off Frequency Value (kHz)

Cut-off Frequency (kHz)
Pulse Width Max Pulse
(ns) YDFLP-E2-60-M7-M-R Frequency (kHz)
1 (CW) - -

2 1950 4000

4 1350 4000

6 975 4000

9 600 4000

13 412 3000
20 252 3000
30 187 3000
45 150 2000
60 135 2000
80 112 2000
100 105 1000
150 57 1000
200 48 1000
250 46 900
350 40 600
500 30 500

* The laser will have expected output power when working above the cut-off frequency. When
working below the cut-off frequency, the power will drop accordingly to maintain the output
peak power. Below chart shows the relationship between frequency and output power:

Power
Set

&

o e e = e e

>

Cut-off Frequency

Frequency

Figure 3 Cut-off Frequency & Output Power Relationship Charts
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P/kW Waveforms 2ns to 45ns

12.00
—2ns
10.00 - AfiE
8.00 A —ms
—9ns
6.00 - —13ns
-20ns
4.00 A ——30ns
—45ns

2.00 -
0.00
-10.0 10.0 30.0 50.0 70.0 90.0 1100  t/ns
P/kW Waveforms 60ns to 500ns

12.00
—60ns
10.00 - i
300 A ——100ns
——150ns
6.00 A ——200ns
250ns
4.00 A ——350ns
—500ns

2.00

0.00

-20.0 130.0 280.0 430.0 580.0 730.0

Figure 4 Output Waveform Graph.
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2. Installation

2.1 Dimension

2.1.1 Dimension of main body
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Figure 5 Laser Module Dimensions (Unit: mm)

2.1.2 Mechanical Dimension of the output isolator (round shape).

160£0.5 8o
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60 iy 42105
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L2 Y4
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N
8

Figure 6 Standard Isolated QOutput Head Dimensions (Unit: mm)

* The isolator head is only for reference. Please be subject to the actual product.
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3. Laser Interface

3.1 Power Supply Connector
The length of standard power cord for laser is around 1200 mm. Please refer below to install

the power cable to the 24V DC power supply, and ensure the DC power supply can provide

enough output power. Please also note the polarity of the cable when connecting.

1200£20

1. 5mm? 2 & (24V Main-)

e

" 0.5mm’4c (24V Control+)

1. 5mm?4r & (24V Main+)

Figure 7 Diagram of the power supply cable
"Main +" and "Main -" are power supply pins of laser pump, "Control +" and "Control -"
are power supply pins of control circuit. If independent power supply function is not required,

main and control power cable can be used in parallel.

3.2 RS232 interface

ol el ol || -

olo|o]ofo

O O O O

Figure 8 RS232 connector-DB9
Table 5 RS-232 Interface Definition

PIN# Description
1,4,6-9 | No need to connect

2 RxD
3 TxD
5 GND
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3.3 Control Interface

DB25 behind the power module is the interface used to connect the control system (such as
marking machines) to the laser system. Please make sure that the interface is connected firmly
before the operation.

The PIN is defined as shown in below.

[ €l

0000000000000
000000000000

COT=1"CN b =

[

[ g 1

Figure 9 DB2S Interface
Table 6 DB2S5 interface definition

DB25 PIN # Description

1-8 [PO-IP7 Power Control

9 Signal of power save, (this function is available in GUI) Rising
edge is effective.

10-15 GND

Description: PIN10-15 have connected with each other inside fiber
laser, control card GND only need to control with one of them.

16, 21 Warning signal
Description: 16 low level,21 high level: Normal
16 low level,21 low level: temperature alarm
19 Laser starting signals (PA)
shows that high level is open and low level is just as off.
The system can receive the PA only after the laser is on for 12s

and the MO is H.
20 Frequency Modulation (TTL)
22 A. Control the pulse width ENABLE

B. High Level: Red Beam Turn On;

Low Level: Red Beam Turn Off.
Emergency Stop signal
High level: Normal; Low level: Emergency Stop
23 (this function is available in GUI)
Emergency top signal for low to high, need to detect the rising
edge of MO firstly, then the laser come out again.
18 MO signal for turn on/off
High level is just as open and low level is just as off.
The laser will shooting after turning on the laser for 12s together
with the rising of MO
17,24,25 No need to connect

Notes: DB25  5.4v >high level>4.6V 0.5v>low level>0v
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Note: Red beam Pin22 signal has higher priority than MO and PA signal. When Pin22 signal is
high, MO and PA signal will be shut down internally. The laser can be emitted by restarting MO
and PA after Pin22 signal is low.

3.3.1 Interface Setting

Please set the current of pump laser diode which is the output power through a combination of
TTL signals of PIN1~8. The encoding can be set within the range of 0~255 which is
corresponding to the 0~100% power output power (the actual optical power output may not be a

linear relationship with these settings). Please refer to the description in table 9:

Table 7 Current setting of the MOPA fiber laser

Setting | Setting Setting 4
PIN 1 0 0 0 0
PIN 2 0 0 0 0
PIN 3 0 0 0 0
PIN 4 0 0 0 0
PIN 5 0 0 0 1
PIN 6 0 0 1 1
PIN 7 0 1 1 1
PIN 8 1 1 1 1

Current | ~50% | ~75% ~87. ~93.75 %
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3.3.1.1 DB25 Sequence

SUPPLY VOLTAGE 24V L
LA |

PIN18 MO |

1
PIN19 PA : B. 5 :

D

) R R Rt
PUMP CURRENT : |

T g S—

LASER OUTPUT |]“HHHHHHHHH

Figure 10 Diagram of DB2S5 Control Time Sequence

» A: 12 seconds System initialization time

» B: MO and PA signal delay time: range(8ms-35ms), recommend 8ms.

» C: Switching off PA should be earlier than MO or at the same time.

» D: Frequency sampling time under internal frequency mode, at least 1 complete frequency
period before turning on the laser (PA).

» E: SIMMER value. The first pulse energy can be adjusted via GUI software.
Fiber laser control system self-locking: If fiber laser is on abnormal status (high temperature,
low power supply etc.), it will stop working to protect the whole system. Please restart the fiber
laser.

3.3.1.2 Pulse Width Control

PIN2, PIN3 and PIN22 pins of DB25 control interface are not only used for basic control of
laser, but also for pulse width control. Table 10 shows the pulse width control pin and signal
description of M7 laser.

Table 8 Pulse Width Control Pin and Signal Description of M7 Series Laser

PIN. # Item Description

When fiber laser is serial input, setting data bits synchronize with
the rising edge of serial clock.

Serial digital clock, 8kHz = Clock Frequency = 10kHz, 10KHZ is
recommended.

2 Serial Input

3 Serial Clock

Pulse width control function:
22 Enable High: Enable, Pin2 and Pin3 to control the pulse width
Low or Not connection: Disable
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® Pulse width control instruction

» Send instruction to Pin2 of DB25 connector and send clock signal to Pin3 at the
same time. The instruction description will be transmitted in binary form, with its most
significant bit transmitted first.

» The instruction structure transmitted by the user to the laser is as follows:

0xAS Instruction Code

» 0xAS (ASh) is the active pulse width control byte. 0xAS5 and all subsequent data
bytes are input to Pin2 serial input.

» Data length of input laser is 4-bit bytes.

» The first byte of instruction code is 0x01.

» The Pin22 signal needs to be turned on 10us in advance before sending Pin2 and
Pin3 signals. After finished pulse width adjustment, Pin2 and Pin3 signals need >10us delay
before turning off Pin22 signal (as shown in Figure 14).

» All instruction design starts with byte 0xAS.

» Set Pin19 low before using pulse width control function.

® Pulse width control instruction code

Table 9 Pulse Width Control Instruction Code

Instruction Instruction Code Description

Set-up pulse width 0x01 Set-up pulse width (ns)

It takes less than 50ns to finish the fiber laser pulse width initialization.
Remarks: If Instruction code transmit 3 * 0x01 instruction, it will not be accepted by the laser.
® Pulse width time sequence
» The following figure is an example to illustrate the sampling series diagram with a

pulse width of 200ns. The series of 0x01 bytes of instructions is as follows:

Example: 0xa5 — 0x01 — 0x00 — 0xc8

Oxa3: for activating pulse width control instruction

0x01: for setting pulse width instruction

0x00 and 0xc8: set the pulse width to 200ns.

_JP T RnmaswkernEmRLa
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1. 2 .3 4 5 6 7. .8 9 .10 it 12 13 .14 15 16
SCLK (Pin3) Uiy Uy
Serial (Pin2) 0xA5 0x01 [
Enable (Pin22) J

17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32
SCLK (Pin3)
Serial (Pin2) 0x00 0xC8
Enable (Pin22) L

Figure 11 Diagram of 200ns Pulse Width Control Sequence
T1: the duration is 10us, and the enabling signal of pulse width adjustment needs to be turned on
10us in advance before adjusting the serial input and the serial clock signal.
T2: the duration is 10us. After pulse width adjustment, it needs to delay 10us before closing.
» If the user sets 350ns pulse width, the input instruction is: 0xa5 — 0x01 — 0x01 — 0x5e,
where 0x01 and 0x5e represent the pulse width value 350.
» The parameter of this instruction is the binary value of pulse width.
The user can compile any pulse width, but the laser only accepts the specified pulse width
(refer to the specifications of various versions for specific pulse width). If the given pulse

width is out of the range, the laser will output with the close pulse width value.
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4. JPT GUI Laser Testing Software-TypeE

TypeE is designed for M7 series laser. It has multiple functions including laser control,
setting the default parameters, setting the control mode, alarm monitoring, DB25 interface
monitoring, internal parameters monitoring etc. TypeE also records error events which caused

system self-locking.

4.1 GUI Introduction

4.1.1 Serial COM Port

4.1.1.1 Connecting method
Using USB TO RS232 cable to connect PC’s USB to the Laser’s RS-232 connector.

After connecting the data line, check the serial port number: my computer —
properties — hardware — device manager —

47§ $&0O (COM A LPT)
. T3 USB Serial Port (COM4)

F: IPTlaserLP20191017

whf(coms - Wa7|| = so=== o1 cumsms

COomM1

A4
Qcues D% 0 |l
OEE= B pm
e 0 FEKhe | 50 - |55
=) % =] =
fk=ns 200 i-:“ f-§|

Figure 12 The Selection of GUI Serial Port Connection
4.1.1.2. Connecting State
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% JPTlaserLP20191207 l=l=] =
Y o
Port - @penfl Serial port not connected § 0 GUI Instructions  Language(l)
Ctrl mode : ; P, setting Par selection —
Power | L Power ext Lockprr [ 0 [ |Edi [Jextpre
~ B o aser = | =
Qoaurced Power/% 0 | edit PRR | | o || | Defpulse 0 [+ [rinsLock
%Free_cm PRR/Khe 50 [ @ Red Pulse | | e || | Simmer 0 [Jrin23stop
Ctrl MO % m | | I
Pulse/ns 200 —{ |Edit BR torch [l o= l:‘ FanSpeed
MO RedPower 0 %

Monitoring information | Sys parameter | Log record | Alarm record

@ 00 0 0 0 0= 0 O O O O

PRR/Khz Pul Alarm resst
Board T -20 °C Pump T -20 °C POWCUR 0OA

‘ Board : ‘ Pump templLT : . Board tempOT ‘ Pump tempOT :|
@ rreove [ @ |voltageE O @ nopuiset O @ seeotec

]

Figure 13 GUI Disconnected State

% JPTlaserlP20191207 s— — =)

Port [coms  ~| lClose Serial \Lmamp\l Serial port connected | 94 GUIInstructions  Language(l)
N — Ctrl mode P setting Par selection

Power Lock prr 25 = [extere
Qourcrr PowerfS | 0~ Def pulse 200 [ []PinsLock
@ Free it 0 PRR/Khz | 50 (- Simmer 500 121 [ Jrin235top
DCM MO % Pulse/ns 200 % e g % FanSpeed
R o=

Monitoring information |Sys parameter I Log record | Alarm record ‘

0. 0 0 - 0 @ @ 0> @ @ @ @ @~

|PRR,"Khz 49 || Pulse/ns 200 ‘ Alarm reset}
Board T | | -—-%C PumpT ---°C POWCUR |16 A
. iBoard templT 9 |: . ‘PumptempLT 9 \: . iBoard tempOT 255 |: . ‘PumptempOT 255 |:|

. |PRE lowE 255 | . ‘VnttageE 255 [ ] ‘ |No pulseE 255 | . ‘SEED TEC 9 |‘_!
— = | —

Figure 14 GUI Connected State
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4.1.2 GUI control function

4.1.2.1 GUI control the emission
(1) Choose the GUI control Mode

Port ICDWL:" 'l |Cio&e 531'ia|| |Lookup| Serial port connected 94 GUI Instructions Language{l)
Ctrl mode Parameter sett
'Power ; La Power INT Lockprr ]
® 1 - . ser .
L L!"JGU{ i Pegpees | . ;‘ |@| PRR INT Def pulse
= 0 et | |2 (eoi] | Red
% i P
Pulse/ns 200 — |Edit| Lock P =l
RedFower

\\
@Pump QPA OMO .Red .D? .DG .D5 .D4 .D3 .D2 .Dl .
Figure 15 GUI Full Ctrl mode
GUI Full Control mode (GUI Ctrl): When selecting the GUI full Control mode, all the

Menitoring information | Sys parameter | Log record | Alarm record |

parameters of Internal/External Control mode (EG. power, frequency, pulse width, PA, MO) will
change to Internal Control mode. This mode will not be preserved after power off. It will change
to “Free Ctrl” mode after serial port closed, and all the parameters of Internal/External Control

mode will be changed to the previous free control mode setting. User can select this mode to test

the emission of laser temporarily.

Ctrl mode Parameter setting Par selection

Power _ | 7 Power Lock prr | [Jextprrr
= = aser |

rD SLLCH Rosenis: 0 (| |Edit PRR Def pulse | |:|Pin9Lock

(@ Free Ciri PRR/Khz | 50 - |Edi | Red Pulse ExT Tt G [Jpin23stop
L] Ctrl MO % :
Pulse/ns | 200 (- [edit i3 tockP [ ™ Fanspeed
MO RedPower |
| Monitoring information | Sys parameter | Log record | Alarm record ‘ l

Figure 16 Free Ctrl mode

Free Control Mode (Free Ctrl): When selecting free Control mode, user can choose parameter
control mode individually. In this mode, all the settings will be preserved after power off. EG.
User can select this mode to lock a specific frequency or output power individually when don't

want to control it by external signal.

_JP T mnsxswkaphEmRLs
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(2) Set parameters and emitting

Port ICDMS | |Clo&e Seria|| |Lcmkup-| Serial port connected 94 GUI Instructions  Language(L)
- Ctrl mode - Parameter sett
‘POWET ] b Power INT Lockprr ]
® i - . ser .
!.r GUI Ctrl Power/% 0 3 |E'3|'t PRR INT Def pulse
Free Ctrl | o T
‘l:_) Sl 0 PRR/Khz | 50 - ;Ed_tl Red Pulse INT Simmer
| Ctrl MO a . I__I
L Bl 200 |24 {edit] PA INT_| Lock P =l
MO INT RedPower

Menitoring information | Sys parameter | Log record | Alarm record |

@ @n @ O @ @ @ O @ 0= @ @

Figure 17 Setting parameters and emitting

After selecting full control mode, user can set power, frequency, pulse width and then press “edit”

button to confirm. User can switch on/off emission when clicking “Laser” button.
Note: All the parameters except power can’t be modified during emission.

(3) Control MO signal

Power
Qourc Power/% | 0 | |Edit | Laser
@)Free Cr PRR/Khz | 50 %: Edit ' MO l
N CH G % -]
Pulse/ns | 200 |~;-J Edit| ‘ Red

Figure 18 GUI control MO state

Ctrl MO: The “MO” button will be appeared on the interface after selecting Ctrl MO. User can
control the switching of MO signal while clicking this button. This setting will not be preserved
after power off.

4.1.2.2 Default parameter setting and selection

E type software can modify laser default parameter setting and selection in the option of
"Parameter setting" and “Parameter selection”. The parameter settings take effect immediately
and save automatically after power down.

(1) Selecting red beam/laser priority mode

_JP T ®RvrsmkspnEmRLe
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Power/% | 0 ;'_' Edit
PRR/Khz | 50 > |Edit
Pulse/ns ‘ 200 : {E_EJ

PrityWay | RedPriority |

SN BAAAP1292593
Figure 19 Selection Red Beam/ Laser Priority Mode

Laser priority: Laser is prior when laser and red beam are mutually exclusive.

Red priority:Red beam is prior when laser and red beam are mutually exclusive.

Laser priority and red beam switching on:Laser and red beam are mutually exclusive.

Red beam is enabled by default setting when there is no laser emission(*password is required for

this setting).

Par selection

- Parameter setting

Lock prr  [C] | 25 ; m D EXT.PRR
Def pulse | 200 % |m [:I Pin9lock
Smmer | 500 51 [Edit] | | [Jpin23stop
lockP [ | 0 |@ M ranspeed
RedPower | = |E‘3iit

Figure 20 Default parameter settings and selection

Lock PRR: Laser will lock to GUI setting frequency.

Default pulse: The laser will use GUI default pulse when no pulse width control command
received.

Simmer: Can be used for controlling the height of the first pulse, the higher the value, the larger
the first pulse. Setting range: 0-1000

Simmer setting examples:

Laser start
(PA)

Output pulse ‘ ‘ ‘ | ‘ ‘

[Appropriate Simmer]
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Laser start
(PAD L

Output pulse ‘ ‘ ‘ ‘ ‘

[High Simmer]

Laser start
(PA) L

Output pulse | ‘ ‘ ‘ ‘

[Low Simmer]|
Default pulse width: If the external control fails to provide the pulse width signal, the laser will
work according to the default pulse width window setting value.
Default frequency: If the external control fails to provide frequency signal, the laser will work
according to the default frequency window setting value.
Pin9Lock: Power latch function is enabled if selected, the value of Pinl to Pin8 is latched during
the rising edge. Default setting is not selected.
Pin23Stop: Emergency stop function is enabled if selected. Low level is effective. Default
setting is not selected.
External frequency: When selecting external frequency mode, the laser output pulse will be
synchronized with external frequency signal. If the control card has optimized the external
frequency signal, this mode can be used.

When this option is not selected, the laser will use with internal frequency mode. And the laser
will calculate external frequency signal in MO and PA delay time. Default setting is internal
frequency mode.

External frequency and internal frequency setting examples:

_JP T RnmaswkernEmRLa

SHENZHEN JPT OPTO-ELECTRONICS CO,, LTD.

21



J p T YDFLP-E2-60-M7-M-R User Manual

— Laser start —— |

—EXT. FRE

——~Output pulse

[External Frequency]

— Laser start — —

[Internal Frequency]

—EXT. FRE

|

— Output pulse

*T=Duration of pulse period, maximum duration < reduction frequency period
4.2 Laser Monitoring Function

The monitoring function of TypeE software can observe some operation parameters and
alarm conditions. The laser will send the number of alarms saved in the system to the GUI

software each time when it is turned on.

Laszer STA

IE25-D7 ik DIE25-00 LASER FOWER &0 %
EOARD_TEMF 24
FIMF_tempE  BOAED tempE  FRE_lowE SEED_tecE HO_puls=eE PS_ERROE
T 7 i PUMP_TEMP 58 -
irmare IE25-Fh
] 0 0 0 0 il 11;FPGA ver. : 1801810225 PulseWidth 200 .
MCU ver. ;2019125 DEZ5-0

FRR 0 khz

Figure 21 Laser Running Status Monitoring
Status Monitoring

Optical circuit temperature alarm: alarm when the optical circuit temperature exceeds the set

temperature range.

_JP T RnmaswkernEmRLa

SHENZHEN JPT OPTO-ELECTRONICS CO,, LTD.

22



J p T YDFLP-E2-60-M7-M-R User Manual

Circuit temperature alarm: alarm when the circuit temperature exceeds the set temperature

range.
Low primary current: abnormal alarm for low primary current.

Seed TEC: alarm when seed source temperature is abnormal.
No pulse E: alarm when no seed source backlight signal detected or backlight signal frequency

less than 1kHz.

Voltage error: alarm when supplying voltage is too low or too high.

DB25-D7-D0: monitor the current power signal of the laser, corresponding to the 8-bit binary
mode. DO is the lowest bit, D7 is the highest bit, and the green light is the status of the received
signal of this bit.

DB25-PA: monitor whether the laser currently receives the PA signal, and the green light is the

status of the received signal.

DB25-MO: monitor whether the laser currently receives MO signal, and the green light is the

status of received signal.

Laser power: the power percentage of the pump source current conversion (it can be used to

refer to whether the output of the circuit is normal, not the output optical power value).
Circuit temperature: monitors the current laser circuit module temperature.

Optical path temperature: monitor the temperature of the optical path module of the current

laser.
Pulse width: monitor the working pulse width parameter of the current laser.
Frequency: monitor the current laser operating frequency parameter.

Warranty and service terms in User’s Manual are for reference only. Official service

and warranty are subject to official contract.
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